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1.0 INTRODUCTION

Recently, increased interest has been directed toward obtaining
better understanding of the nature of electron density irregularities in the
F-region of the high latitude ionosphere. Two areas of particular interest
are the mechanisms by which these irregularities are created and the Doppler
gpectral characteristics that these irregularities introduce when scattering
radiowaves in the HF (3-30 MHz) frequency band. It 1is felt that these
characteristics may be useful in understanding the mechanisms that produce the
irregularities. Also, knowledge of the Doppler spectral characteristics is
essential for assessing the clutter effects that these radars might have on HF

radar systems.

During the past year, several Doppler spectral studies have been
conducted using the Air Force bistatic research radar at Ava and Verona, New
York; a French scilentific radar at Lycksele, Sweden; and the NSF/NOAA HF
sounder at Fairbanks, Alaska, All of these facilities utilize different
Doppler spectral detection schemes, and each have advantages and disadvan-—
tages. In this report we describe the different techniques and results from
each of these facilities. We also describe a new instrument utilizing a
multipulse technique that should become operational within a few months. The
multipulse techniques will be implemented on a radar operating in a selectable
fixed frequency pulse mode; however, it may cqually well be implemented on a
swept-frequency radar such as the Ava-Verona facility through some modifi-

cation of that system.

During the past year an appreclable effort was also devoted toward
evaluating a new technique for decreasing the detrimental effects that broad-
banded clutter spectra have on HF radar systems. The elements of this
technique are described in the 1980 Final Report entitled Doppler Spectral
Characteristics of High Latitude Ionospheric Irregularities (Greenwald,
1980). Results of this effort are described in this report.

y
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2.0 DOPPLER TECHNIQUES USED IN STUDYING HIGH LATITUDE F-REGION IRREG-

ULARITIES

i the spatial and temporal dependence

associated with HF

1) FM-O4

2) repetitive pulse
3) variable-lag double pulse
4) multiple pulse

backscatter

irregularities. The techniques are:

In this report we consider four different techniques for studying

Doppler-spectral characteristics

from high latitude F-region

The FM-CW technique 1s the method presently used by the Ava-Verona

bistatic radar. It utilizes repetitive synchronized linear frequency sweeps

(quadratic phase variation) in both the transmitter and receiver. If the

transmitter and receiver

then a signal transmitted at

frequency F and scattered from range Ry would return to the receiver when it

is tuned to a central frequency of FO + ZBRO/C'. Here B is the sweep rate of

the transmitter and receiver in units of megahertz per second and C' is the

average group velocity of the radio frequency signal along the path. The fre-

quency offset associated with the distance to the scattering element is inde-

pendent of the lnstantaneous operating frequency; thus the demodulated signal

T TR T

at the output of the receiver has a frequency spectrum determined by the rela-

tive strength of the backscattered signal as a function of range.

With the FM-CW method one uses Fourier analysis to obtain the
scattered signal level as a function of range. A detail description of this
process and the ambiguity function associated with it is given in Rihaczek
(1969). For the purpose of this report it is sufficient to note that the

complex Fourier coefficients for each frequency band are nearly equivalent to

the range dependent quadrature outputs of a phase coherent receiver in a

pulsed radar. The

a different range.

difference

is that scatterers moving with

appreciable velocity are Doppler shifted to appear as if they were located at




The analogy between repetitively swept FM-CW radars and repetitively
pulsed fixed frequency radars may be carried one step further. Let us assume
that there 1is a stationary scatterer such as a mountain at range Ry. Then at
a group delay 1 = ZRO/C', the quadrature outputs of a phase coherent receiver
would maintain constant values. In a like manner, if the mountain were to
scatter a signal from an FM-OW radar, then the complex Fourier coefficient
corresponding to the frequency ZBRO/C' and range R, would also remain constant
with time. Alternatively, if the scatterer at range Ry were moving, then both
the quadrature receiver outputs at group delay T and the complex Fourier
coefficient at frequency ZBRO/C' would be changing with time and they would

change in an identical manner.

We can now consider a series of consecutive pulses from a fixed fre-
quency radar or consecutive sweeps of an FM-CW radar. From these one can
obtain a series of consecutive samples of the output of the phase coherent
receiver at group delay t or a series of consecutive values for the complex
Fourier coefficient corresponding to frequency ZBRO/C'. Either of these
series may be taken as a time series which may be Fourier transformed to yield

the Doppler spectrum of the scatterers located at range Ry

When performing Doppler spectral analysis, certain restrictions must
be taken into account. Firstly, the Doppler width and mean Doppler velocity
of the scatterers at range R, determine the repetition frequency of the FM-CW
sweeps and the fixed frequency radar pulses. Ideally these should be in ex-
cess of twice the maximum frequency in the scatterer's Doppler spectrum for a
given radar wavelength. For example, if the scatterers possess velocities of
1000 m/s relative to a radar operating at 15 MHz, then the repetition frequen-
cy should be in excess of 200 Hz.

Having selected a repetition frequency for the radar pulse or sweep

rate, one is immediately confronted with the second restriction. With high

repetition frequencies, it is entirely possible that the receiver will receive

backscatter from multiple ranges simultaneously. For a fixed frequency radar
with a repetitive frequency of 200 Hz, scatterers at a group delay t would be
superimposed upon scatterers at group delays of v+ 5 ms, t + 10 ms, etc. 1In a

like manner for a FM-CW system, scatterers located at RO/C' would be
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superimposed upon scatterers at RO/C' + 5 ms, etc. The severity of this
problem is ultimately dependent on three parameters: 1) the radar operating
frequency, 2) the radial velocity distribution of the scatterers, and 3) the

range interval over which backscatter is observed.

As we have described Doppler spectral studies using repetitively
pulsed radars along with our description of FM-(W radars, there is no need to
describe this approach further. It should, however, be noted that the French
SAFARI radar located in Lycksele, Sweden operates in a repetitively pulsed

selectable fixed-frequency mode.

The variable lag double-pulse technique is an approach in which one
may obtain unaliased measurements of large Doppler velocities while simultan-—
eously avoiding the problem of superimposing backscatter from a number of dif-
ferent ranges. This approach involves the determination of the complex auto-
correlation function rather than the Doppler spectrum. However, once the
autocorrelation function is obtained the Doppler spectrum may be determined by

Fourier transformation.

We can understand the double pulse approach as follows: consider
two pulses emitted by a transmitter and separated by time t. They are scat-
tered from a target at range Ry. At time delay r after each pulse a back-
scattered response will appear at the receiver, Initially, let us assume the
target to be discrete and moving toward or away from the radar with constant

velocity. The sampled outputs of the quadrature receiver may be denoted as:

€ (1) = A (1) + 1B, (1) 2.1
C,(1,t) = A (7,t) + 1B,(1,t) 2.2

where the subscripts 1 and 2 denote the sample associated with the first and

second transmitter pulse at group delay rt. The autocorrelation func-

tion R(7,t) 1s given by
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R(1,t) = Cl(T)CZ(T,t) 2.3
It possesses real and imaginary parts given by

X(t,t) = Al(r)Az(r,t) + BI(T)BZ(T,t) = o cos(2vt/)) 2.4
and

Y(1,t) = Az(t)Bl(r,t) - AI(T)BZ(T,t) = o sin(2vt/)) 2.5

where a is a constant, v is the radial velocity of the target and A is the
wavelength corresponding to the radar operating frequency. One can see that
the real and imaginary parts of the autocorrelation function trace out sinu-
soids that are in quadrature. If these quantities are determined at discrete
lag in~rements, t=nt,, between the two transmitted pulses, then the resulting
values could be Fourier transformed to yield a line spectrum at f = +2v/) .
The sign of the Doppler shift is determined by whether the target is moving

toward or away from the radar.

In the case of a distributed target or one moving with variable
f velocity the analysis is slightly more complex. The problem is described in
" greater detail by Rummler (1968). For the present report it is sufficient to
note that the autocorrelation functions will generally appear as damped

, sinusoidal functions.

We can now consider some of the advantages of the variable-lag
] . double pulse. Since we have only transmitted a double pulse rather than a
repetitive string of pulses, at any time the receiver will receive the back-

scattered return from no more than two ranges. Moreover, in the cross product

calculation only one range will contribute to an average non-zero result.
3 This can be seen by allowing 2.1-2.2 to be generalized so that there are tar-
gets at different ranges. Then

NIC NSO SN
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¢, = Al(rl) + 1B (1) + Ay(1y) + 1B,(14) 2.6

C2 = Al(rz,t) + iBl(rz,t) + Az(rl,t) + iBz(rl,t) 2.7

where the quadrature receiver output C, contains backscattered contributions
from the first transmitted pulse at group delay 1; and from the second trans-

mitted pulse at group delay ro< T and C, contains contributions from the

1)
first transmitted pulse at group delay 1) ? 1) and from the second transmitted
pulse at group delay Ty Under the generally valid assumption that back-

scatter from distinct ranges is statistically independent, one can see that
R(t,,t)> = <C,Cy 2.8
rl,t) = CIC2> .

= <[A1(rl) + 131(11)] [Az(rl,t) + iBz(rl,t)]>

where < > denotes the expectation value. Note that this result is essentially
independent of the spacing between the two transmitted pulses. Hence, very
large Doppler velocities may be correctly analyzed without superimposing
contributions from distinct ranges. 1In this operational mode one must only
take care that the spacing between double pulse pairs is sufficiently large so

backscatter is received from only one pulse pair at a time.

In terms of comparison it 1is possible to consider the equivalent
actocorrelation function that results from a repetitive transmitter pulse

sequence. One can, for example, rewrite (2.6-2.7) as

cl = Ao(tz) + 180 (12) + AI(TI) + 181 (rl) + AZ(TO) + 132(10) 2.9

* ————————— i -




c2 = Al('rz,t) + 1Bl(r2,t) + Az(-rl,t) + 182(11,t) + Aa(ro,t) + 1B3('ro,t)

where subscripts 0-3 on the A's and B's denote four sequential pulses in a

repetitive pulse series., The associated autocorrelation function is given by

*
<R(T,t)> = <clc2> 2.10

= <[A0('rz) + 180(12)] [Al(rz,t) + iBl(rz,t)]>
+ <[A1(11) + 131(11)] [AZ(Tl’t) + iBz(Tl,t)D

+ <[A2(To) + 132(10)] [A3(ro,t) + 1B3(ro,t)]>-

Thus, by using repetitive pulse we have superimposed the results from three
distinct group delays, Tyr Ty and T9 *

In fairness it should be noted that the variable lag double pulse is
rather inefficient in terms of maintaining a high average power output. This
is especially true for the longer lags of the autocorrelation function for
which the transmitter is generally inactive. The approach also assumes that
the scattering process 1is time stationary during the interval that the various
lags of the autocorrelation function are being calculated. Often and espe-

cially in the high latitude ionosphere this is not the case.

The variable lag double pulse approach has been used for spectral
measurements with the STARE radar system in Scandanavia and with the NSF/NOAA
HF sounder at Fairbanks, Alaska. With the latter instrument difficulties due

to the non-stationarity of the scattering process were readily apparent.

A vast improvement over the simple variable lag double pulse scheme
is the multipulse approach. In this technique one transmits a number of
pulses with carefully selected spacings. The criteria for choosing the pulse

pattern are: 1) that one should obtain with one pulse burst as many lags of

ca < eim———




an autocorrelation function as possible and 2) that one should avoid pulse
schemes that allow superposition of different group delays. Farley (1972) has
presented a number of possible schemes for incoherent scatter measurements.
For HF measurements in the high latitude ionosphere the problem is somewhat
less restrictive, and it is possible to choose pulse schemes that Farley may
not have considered. In particular, the pulse scheme shown in Figure 2.l is
one that is presently being implemented on a HF radar for high latitude

irregularity studies.

The pulse pattern shown 1in Figure 2.1 utilizes seven trancaitted
pulse with spacings of 2t0, ty, hto, 6t0, 2t0 and ty. This combination
contains all possible lags for zero to l6t0. If one examines the possible
lags from this sequence one sees that there are two possible group delays that
will contribute to lags of £y 2t0 and 3t0. However, these group delays are
separated by lOtO. Assuming a minimum value of ty = 2ms, one sees that the
range ambiguity occurs only if there 1is concurrent scatter from regions with
group delays differing by at least 20 ms. This is an extremely unlikely event
even for HF backscatter and thus it may be safely ignored. There also is a
range ambiguity for a 1lag of l3t0 with three distinct group delays contri-
buting to the cross product. However, as there should be relatively little
residual correlation remaining at this long lag, the potential confusion may,

with caution, be ignored.

With the multipulse technique there is a considerable increase in
average transmitted power. If we consider a sixteen lag autocorrelation
function then the time required to transmit a complete 16 lag multipulse
pattern is 16ty. In contrast, if one uses variable lag double pulse methods,
the complete transmission would require 128t0. In addition, for a multipulse
pattern one needs to allow for the group delay to the scattering region only
once, whereas for the double pulse approach one must include this group delay
for each lag of the correlation function. Thus the multipulse approach is at
least eight times as efficlent as the variable lag double pulse approach and

its efficiency increases approximately linearly with the number of lags in the

correlation function.




A shortcoming of the multipulse approach is that there is increased
noise due to uncorrelated scatter from unwanted ranges (e.g. contribution such
as those in Equation 2.6-2.7). Fortunately for HF studies, the entire trans-
mitted pulse generally does not cause concurrent backscatter at the receiver

and, therefore, the problem is considerably less severe that it might appear.

There is one final and important point with respect to the spectral
and correlation techniques described in this section. Specifically, it 1is
entirely possible to combine the FM or quadratic phase techniques with the
double pulse or multiple pulse techniques. Under these circumstances a pulse
would be replaced with a linear FM sweep with duration less than t,;. Also,
control must be included to determine the occurrence and spacing of the FM
sweeps. One would then calculate a Fourier transform for each sweep to obtain
the complex Fourier coefficients corresponding to each group delay and use
these coefficients in (2.8) in the same manner as one would use the quadrature
outputs of a phase coherent receiver. This combination would produce a rather
efficient transmission made with relatively high averge power and no range

ambiguities or Doppler spectral aliasing.
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3.0 DOPPLER SPECTRA FROM HIGH LATITUDE F-REGION IRREGULARITIES

Having considered a variety of methods for the determination of
Doppler spectra and autocorrelation functions from high latitude F-region
| irregularities, we now examine some typical results. Figures 3.1-3.6 repre-
sent examples of Doppler spectra observed with the Ava-Verona FM-(W system
during the evening hours. The measurements were made on 27 January 1981
between 0100-0300 UT (2000-2200 local time). For these measurements the radar
was swept over the frequency range 16.387-16.389 Miz with a sweep rate of 100
KHz/s and the receiving antenna was directed toward geographic north (approx-
imately 10° to the west of geomagnetic north). The times given represent

universal time. The range index represents the range interval for which the

Doppler spectrum is analyzed. For these examples the range is determined by
multiplying the index value by 75 km., 1In the case of Figure 3 the range cor-
responds to 1350 km.

Given the operational parameters, the Doppler spectra in Figures
3.1-3.6 have an aliasing frequency of 25 Hz which corresponds to a radial
velocity of approximately 230 m/s. Ignoring for the moment the narrow spec-—
tral peak at +25 Hz (this will be discussed in the next section), one sees
that the Doppler spectra are generally quite broad. The narrowest Doppler ?
width is observed in Figure 3.2 where it is aproximately 160 m/s and the
widest 1s observed in Figure 3.6 where the spectrum 1is virtually flat.
Clearly, most of the spectra are rather strongly frequency aliased and have

spectra widths in excess of 250 m/s.

One can attempt to locate the peak of each of the spectra; however,

again due to the frequency aliasing, the values may not be correct even with
regard to the sign of the shift. This is due to the fact that spectral i
aliasing beyond the Nyquist frequency comes in at the negative Nyquist fre-
quency as can be seen in Figure 3.5. Thus the evidence in the data of sign
changes in the mean Doppler shift is quite possibly due to changes in the ’
magnitude of a unidirectional drift velocity.

In an attempt to obtain unaliased spectra an experiment was con-

ducted on 10 April 1981 with a sweep repetition frequency of 200 Hz and an

(
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average operating frequency of 18.5 Miz. For this study a Doppler velocity of
810 m/s would have produced frequency aliasing. Unfortunately, the resulting
Doppler spectra were quite similar to Figure 3.1, which again suggested fre-
quency aliasing. No further tests were conducted at these high sweep repeti-

tion frequencies.

It is worthwhile comparing these Doppler observations with some the-
oretical expectations as to the motions of F-region irregularities. Greenwald
(1980) has postulated that F-region irregularities might drift under the in-
fluence of the ionospheric electric field. 1In this case, the drift at these
local times would be westward with a magnitude of a few hundred to more than
one thousand meters per second. As the radar is directed to the west of geo-
magnetic north, a negative Doppler shift 1s expected. In the figures positive
Doppler shifts are at times observed. While this may indicate an inconsistency
with the electric field drift hypothesis, it is also possible that it is in-

dicative of spectral aliasing. Clearly, better spectral results are required.

The French-Swedish SAFARI radar (Hanuise et al., 1981) has now been
operating for one year. 1In this period, a number of campaigns have been con-
ducted and results similar to those shown in Figure 3.7 have been obtained. In
this example, the radar was operated in the 14 MHz amateur band with a 5° hor-
izontal beamwidth directed toward geographic north (~ 12° to the east of
corrected geomagnetic north). The radar was operated in a pulse mode with a

pulse repetition frequency of 100 Hz.

One can see in Figure 3.7 that with a pulse repetition frequency of
100 Hz there was relatively little frequency aliasing of the spectra. The
spectral widths varied from 8-24 Hz (80-250 m/s) and the mean Doppler shifts
ranged from 200-380 m/s. At the local time of this measurement (~ 2315) the
electric field induced drift would be in 3 southwestward direction. The sign
of the Doppler shift is consistent with this expected drift; however, with
only a single Doppler component it is difficult to estimate what the total ir-
regularity drift speed is. It should be noted that there are range dependent
variations in the observed Doppler velocity which may be associated with spa-
tial variation of magnitude and/or direction of an electric field induced
drift.
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4.0 ELIMINATION OF SPREAD SPECTRA

In a recent report Greenwald (1980) suggested that cross spectral
analysis might be used to eliminate spread Doppler spectra associated with
ionospheric irregularities while retaining discrete spectra that might be
agsoclated with aircraft. The essence of this approach was to calculate the
time~averaged cross spectrum of two lagged data sets for which the lag time
was greater than the decorrelation time of the ionospheric process contri-

buting to the broad spectral component.
Using Equations 5.9 - 5.16 from Greenwald (1980) we can write
S“(R,w) = A(w) B*(w) 4.1
as the cross spectrum of the signal that is backscattered from range R. One

may express the complex Fourier coefficients A (w) and B*(w) in terms of dis-

cretely sampled time series. These are given by

AR, =% B X(R,$,WW(d)exp(~2nifn/N) 4.2
N J
1 N=1
B(R,n,u) =5 J% X(3+C, W (3)exp(-2a1jn/N) 4.3
where X(R,j,n) is the complex demodulated output of the receiver at the group
delay corresponding to range R, W(j) is the data window (Blackman and Tukey,
1959), and y is the number of the data set when multiple data sets are being
transformed. Assuming N samples per data set and a sampling frequency s
each data set is obtained in the time

AT = N/f 4.4
8

while the lag time between the data sets used in the cross spectral determi-
nation is

T = C/f, 4.5
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The cross spectral estimator is then given by

Pxxc(n) - ufl ACn,u)B*(n,u) 4.6

and the variance of this estimator 1is
o(n,M) < S(R,n)//M 4.7

where M is the number of spectra that are averaged and S(R,n) is the spectral

power in frequency interval n of the signal backscattered from range R. It

has a spectral estimator given by

Pxx(n) = ugl A(n, p)A*(n,y) 4.8

If the lag time T 1is sufficiently large that A(n, p) and B(n,p) are
uncorrelated, then for M + », the cross spectrum will average to zero incoher-
ently. That is

Pxxc(n) = P (n)//M ~ g(n,M) 4.9

In contrast contributions to A(n,yu) and B(n,p) that remain coherent after lag
time T will maintain the same power level in the cross spectrum as in the

power spectrum.

While the results to be presented in this section support these con-
clusions, they also bring out a point that had been overlooked in the previous
report (Greenwald, 1980). Specifically, these results show that ones ability
to discern a discrete target within a spread spectrum 1is controlled by the
variance of the spectral estimators. Since the variance of both the power

spectrum and cross spectrum decrease at a rate that is approximated by (4.7),




one method does not have any significant advantage over the other. In prac-
tice, the cross spectral approach does appear to have a variance that is 3 dB
less than the power spectral approach. This difference may be due to the fact
that both the in-phase and quadrature portions of the cross-spectrum are being

averaged in cross—spectral calculation.

During the past year, several studies have been conducted to eval-
uate the usefulness of the cross spectral approach. The narrow spectral peak
located at the right hand edge of the Doppler spectra in PFigures 3.1 - 3.6
represent an additional discrete frequency inserted into the receiver to
simulate the presence of a discrete target. These figures represent the
average of 100, 200 and 400 Doppler power spectra and one sees that, aside
from the added signal, the variance in the spectral estimates is typically of

the order of that which one would expect.

The same data have been used to calculate the cross spectral power
within the Doppler spectra for a lag time of 1.28 s. That is, instead of cal-
culating the Doppler power spectrum, two sets of Fourier coefficients obtained
1.28 s apart were cross multiplied to yield the Doppler cross power spec—
trum, The results are shown in Figures 4.1-4.6. In these examples, one can
see the reduction of the overall level of the Doppler spectrum. In Figures
4.1 and 4.6 it is roughly 10%Z of the levels in Figure 3.l and 3.6. 1In Figures
4.2-4.4 for which 200 spectra were averaged, the level 1is approximately 7% of
the level in Figures 3.2-3.4. Finally in Figure 4.5 for which 400 spectra
were averaged, the level of the background spectrum is only 5% of that in

Figure 3.5 (note the change in the vertical axis scaling for Figure 4.5).

If one compares the discrete, inserted frequency in Figures 3.1-3.6
and 4.1-4.6, one sees that there is no measureable reduction in this component
as a result of cross spectral analysis. Any reduction in the frequency band
containing the inserted frequency 18 a reduction in the ionospheric signal on

which the inserted frequency is sitting.

Again, comparing Figure 3.1-3.6 and 4.1-4.6, one sees that in all
cases the discrete spectrum 1s easier to identify in the latter spectra than

in the former. Also, the variance of the spectral estimators of the cross
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spectra appears to be less than those of the power spectra as has been noted
previously. However, in all cases for which the discrete frequency is readily
identifiable in the cross spectrum, 1 believe it could also be identified in
the power spectrum albeit with greater difficulty.

In passing it should be noted that cross spectral analysis may also
be used for the first Fourler transform of the FM-OW technique. When used for
this purpose it 1is also capable of discerning discrete targets. Figure 4.7
illustrates the range dependence of the backscattered signal on Day 346 at
0344 UT. 1In this example, each 100 Hz corresponds to a range interval of 150
km with zero Hertz having been offset to a range of 1200 km and the spectra
have been plotted on a log scale. The spectral peaks observed at 1integral
multiples of 50 Hz represents a modulation of the backscattered signal by the

sweep repetition frequency of the transmitter.

The cross power spectrum shown in Figure 4.8 utilizes the same data
as has been used to obtain Figure 4.7; however, the spectra have been calcu-
lated with a 1 second lag. Here one sees that the signal level is approxi-
mately 15 dB less than that in Figure 4.7 commensurate with the nearly 1000

spectra that have been averaged to obtain these results.

One final point should be made with regard to both power or cross
spectral analyses. If a transmitter has a pulse or sweep repetition frequency
of 64 Hz and one 1s calculating 64 sample Doppler spectra, then one second is
required to obtain the data for one spectrum. In order to average 100
spectra, 100 seconds of data is required. Due to a number of reasons such as
changing ionospheric conditions, 100 seconds is probably the practical upper
limit for averaging spectra. The variance of the spectral estimators when 100
spectra are averaged 1is 107 implying that it 1s unlikely that one could
identify a discrete signal that 1is more than 10 dB below the total Doppler

power in any given frequency band.
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5.0 SUMMARY

In this report we have considered several techniques used in FM-COW

and pulsed radars for obtaining the Doppler sectrum associated with high
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latitude F-region electron density irregularities as observed at HF frequen-

cies. It is found that one is typically confronted with the conflicting
problems of pulsing or sweeping the radar at a sufficiently high repetition
frequency to avoid frequency aliasing of the Doppler spectrum while at the

same time avolding range aliasing of the backscattered signals. Results
obtained with the FM-CW radar at Ava-Verona, New York and a French-Swedish
radar at Lycksele, Sweden indicate that mean Doppler velocities and Doppler
widths in excess of 400 ms may not be uncommon. For radars operating in the
frequency range of 15-20 Miz, this would require repetition frequencies of at
least 100 Hz. With these repetition frequencies the unambiguous range
resolution is 10 ms or 1500 km. While there are periods for which such

. A

| conditions may be satisfied, at other times higher repetition frequencies may
! be required or the backscatter may be extended over greater ranges. Under
these circumstances more sophisticated pulse modulation techniques should be

sought.

One approach which might be used to a greater degree is the
multipulse technique. This technique wutilizes special pulse or FM sweep
patterns that enable one to determine most or all of the lags of an auto-
] correlation function. Having obtained the autocorrelation function one can

3 easily determine the Doppler spectrum via Fourier transformation. The

multipulse approach 1s particularly powerful since it allows one to obtain
very high equivalent pulse or sweep repetition frequencies while avoiding
ambiguity as to the range of the backscattered signal.

In this report we also present :the results of several tests on

determining the usefulness of cross spectral analysis as a means of separating
discrete and spread spectra. While the results show that cross spectral
analysis enables easier identification of discrete spectral contributions

within a spread background spectrum, considerable improvements are not be be

expected. This conclusion is reached by noting that the standard deviation of

the spectral estimators in the cross spectrum is only slightly less than the

w




standard deviation of power spectral estimators. Furthermore, the ratio of
these standard deviations 1is independent of the number of power or cross
spectra that have been averaged. Since ones ability to discern a discrete
spectral contribution is ultimately limited by the intensity of this component
with respect to the standard deviation of the spectral estimators, only

nominal improvements can be expected.
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Doppler cross spectrum obtained from the data used in Figure
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3.5. Discrete frequency inserted at 25 Hz.

Doppler cross spectrum obtained from the data used in Figure
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Range Fourier transform of FM-CW receiver output from the Ava-
Verona radar on 11 December 1980. Spectral lines are due to
modulation of the received signal by the repetition frequency of
the FM-OW sweep.

Same range Fourier transform as in Figure 4.7 except the power
profile is calculated using cross spectral analysis with a 1
second lag. Note the overall 15 dB reduction in the signal

level due to lack of coherence over this lag time.




17 40014
.
Touv_llou 2—
<040} z—le————O1 g >t O p———
0 g——»] 7||ou £—»]
< %8 > % g—
%ot \
~N
%11 > o
1
- _ %L
- | % el —>
ni %el >
T %eL
InEE— % 1L —
« %161 >~
< O~ 9l >

NOILIONN4 NOILYIIHHOO0.LNY OVT-9L HO4d NH311Vvd 3STINdL




Bse.00 876.00 §580.09 870.00 900.00 ¢10.00 <lp.00 ©39.00
< t 4 —+— + — ? + <
~ "y
e +=
t_}: & [.*
s
~ . [-~]
é: %Lg
o
o
Tz |
osT i Te
o i
) {
oL [
Ux-’ ~ } | G
[~
Vet ! Nﬂ f / ‘ 1=
— ! 1 ] i
E ! x| | } f 1 lf - !
O YR ﬁ’ \/ Y
Y T VYA
= v A li Vo =
=1 AN IVANNAY 3
= v T \wd \/ -1 ®
v/ '
P by
s:-w- -‘-c:
g, &L l & i 1 ¢ — L + g,
a Al _25 Al Al Al 25 G
FREGUENCY (KD
DRY. 27 HCUR: ] MIN.: & SEL.: 3@
LAG IN SECONDS FOR CROSS SPECTRUM: 0. 00
NUMBEK UF SFECLTRR RYERRGELD: 100

RANGE INDEY:

18

FIGURF 1.1

- 23 -

S1@-2




Bse.0v0 876.80 830.00 899. 00 908.90 919.00 928. 00 930. 29 s4@500

- — + e e +— —— + + T =

<T Te
/

"N ‘ o
-0 | it
(3 5:0 l &.
, l‘ T
Coe .
l;‘“:16.+ I\ +G;
.:?2 QSE
—teT Tex
¥ ! :

) x ‘

Nl ~
Rt / \ \ ta
\ I

2 RY ‘ 2

=T , 4 T

NN
\\/\//A-.\’f'.v(

N "Ny

- [>]

T ‘Ls'

g 4 L + $ —e 3 L 1 . g,

G T '25 v X Al ] A] +25 Rl 5

FREQUENCY (HZ)
OrYy: 27 HOUR: 1 MIN.: 11 SEC.: @

LAG

IN SECONDS FOR CRDSS SPECTRUM:

NUMBEFR GF SFECTRR RVERAGED: 200
HHNGE INDEX: 18

FICURF 3.2

- 24 -

0.00

~ -



i
Spee. oo ﬂ?ﬂ.ﬂﬂ 8?9.00 AEED.GB 4290.0( 9}0.00 920.00 930.00 77 .1} :
.f "F g t T \ — - T T -
5 e
. .
= ©
¥ 2
- [.~]
v =] Te
=
-
o 4,
W o4 1= :
= s
= - 5
Ce .\', '
Tz 2= ‘
E s Tw 9
() -
11 H
a
[}
m . ﬂh— -~ .
[de-] (]
=] |
cr i
o /k I
|
! o~ $
] ANV | / o :
=" { 4 / 1’6 .
\(,.‘\\._,,\ f‘ ! ‘
\s‘/" \. f ,.\/ V ;
) Vs \/—\v.-’ﬁ\_,\ Y . |
E: 1 \'\'/, v -L G: l;
= L7 i
o |
g_ n l L -4 i 3 3 l 6: .1
a LI .2 5 Al v AJ L] T +25 s :
FEEQUENCY (HZ)

ORY: 27 HOUR: ! MIN. :
LAG IN SECONDS FOR CROSS
NUMBER OF SPECTRR RAVERAGE
PANGE INDEX: 18

FICURE

o N Ny e e wE e

18 SEC.: @
SPECTRUM: ©.00
O: 20806 .

3.3
- 25 =




$pso. 00 878.04 830.00 390,00 998.0n 910,02 62p. 80 930.00 oss e
- — + + -+ + 1 —— ‘T’d
[ *
= L =
«T T
) 2
e i
é‘l" «

SPECTRRAL POWER(X13-2)

9.82

8.¢%
A
n

¢2.04

g.m

4
v

"
4+
-
e
-~
>
—

——— -
ld -‘-"'
>
é:-—
sy
~
{’
/
}
3
-

R i } - -t 4 4
T

0. 04

——

8.0?

0\ T ‘L $
_25 T T T +25 T
FREQUENCY (HZ)

OHRY: 27 HOUR: 1 MIN.: 2% SEC.: &
LAG IN SECONDS FOR CRDSS SPECTRIUM: p.230
NUMBER OF SPECTRF HVERAGED: 2080

PANGE INDEX: 18

FIGURE 3.4

- 26 -

9. 0@

¢{1@-2




3560.00 EI.DO 8‘30.00 8‘90.00 9‘00.00 9‘10.Dﬁ 9‘20.00 jﬂ.ﬂo sagen
=l ﬁ T
‘._ '«
J '|
~2 TR | ra
3 <7 ¥ ‘ i e
- o
e u ,
il A / F 1=
= |
o & ; / -
a r4 I 9
e (f iA o L=
2t i ',\l [N 152
o " V
w 1 ] i
Q
(¥h) )
Nl \ /) 13
‘:a \\v, '!' @
: i
% \/‘ ’ ;‘I‘V'[ €4
4 i
= AR T . . , . 2
= —— ; } 1 —k =
FREGUENCY ¢HZ:
ORY: 27 HOUR: 1 MIN.: 32 SEC.: @
LAG IN SECONDS FOR CRDSS SPECTRUM: @.@0
NUMBER OF SPECTRA RVERARGED: 100
PANGE INDEX: 18
FIGURE 3.5
- 927 =

SRSPRF Y =S TR




‘:-;'iﬂ []'] 7.8.20 730. 00 ?tﬂ. [']] 7?0. -1} 7?0. [ 13)] 7)70. -1} '7}0. )"} 798300
d" B ) — It § T L - L] L d
0 D)
~ F‘:‘
T T=
< bed

B (N d
~ ot + 5
~
- *

i .
Wit , I‘ +g'
= Y A ]

O ' { / \/—‘l A —~
= I\ \ v ' ./\ [ |
Z AT N A A VAN N N :

! ) N \.‘ j \ A \} i !

» Iy \/ p Axk.v | S
a2 Y ] \d =
oL e

] Lo

! =2
ul
L
)

1 G o~
CQ"-'L ﬁF.s;
]
cr
s

= 5
aT T=
<r <t
< [
st 13
s R B . . , A =
G T -25 AR R T LS T +25 Al s
FREQGUENCY (HZ)
Crvfe U7 bulife 2

LAG

MIN.: 2P SEC.: @

I SECONGS FOR CROST SPECTRUM: 0.00

NiMBER L UPELCTRE HYLRAGEG: 402
FPANGE INOEX: 1S

FLIGURE 3.6

- 28 -




November 11, 1980
20:49 OT
Fo = 14.2 MHz

Relative power

FIGURE 3.7

- 29 -




T T TG YR NI

e

]

B40.00 878.89 839.90 890. 00 op0e.08

928. 38
——

o L L
n‘! v

#.12

3.14
o

S-SPECTRAL FPLWER:X1@-2 )

-25

FREGUENCY (HZ)

oRy: 27 HOUR: 1 MIN.: § SEC. :
LAG IN SECONDS FOR CROSS SPECTRUM:

NUMBER OF SPECTRH AVERAGED: 9V
RANGE INDEX: 18

FIGURE 4.1

- 30 -

e
T
<
<1
P gR]
o
o
(6]
b
3l
;:
st ;
s '/&\V\“J\/\/«Av~\//ﬂk\[vﬂw\/\u \1
- T —+ —- + + ¥25

2.86

0.94

8.82




CIUTRL TR T O T

B48.00 870. 08 8s¢e. 08 890. 99 500. 99 910.00 920.00 938.08 1T
;-u- _,.;;
;:‘iT e
=
= |
SI_,E.L 4'3
S -
a LAV
= s
T -
G:s;"' T e
o
a
[ . -
sy 1=
)
&

=t 13
|

|
\/\/\m A |

s . LM«/\#\A\A/ VITVWIW L :

= 35 ‘ ‘ ' 35 s
FREQUENCY (HZ)

DRY: 27 HOUR: 1 MIN.: 11 SEC.: @

LAG IN SECDNDS FOR CROSS SPECTRUUM: 1.28

NUMBEFR OF SPECTRAR ARVERARGED: ze@

PANGE INDEX: 18

FICURF 4.2
- 31 -

I 5 S e




Bee. 80 3;’0. 28 3‘30 .20 820 .08 993.908 3} 2.00 9?0 .90 Z?O. 29 9400
eT ~+ T T -+ T T L -
5 5

+ "r' =

-2 )
8.0

4
f.06

8.8%
———
1
—-
8.0%

PECTRAL PUXER(X1Q

—~
f,\'.‘
- .S
L] (SRl
et t o<
~
Ul
Vv @
n=E 1%
[Cal-] <
[
e
[
~ ~
=] [~
s ﬁ Twe
= =
ei“L 4
s /\ \/”/\/\/\/\/\«W ~ s
8; 4 €A " A w_J“"\’“’\""XC’\—J:’_L | 3 QS-
- na L T T T = —t ™

25 +25
FREQUENCY (HZ)

OARY: 27 HOUR: 1 MIN.: 18 SEC.: @
LA IN SECONDS FOR CR0OSS SPECTRUM: 1.28
NUMBER OF SPECTRAR RAVERAHGED: zUo

RANGE INDEX: 18

AT Y TR XF" . C
P

FIGURE 4.3

- 32 -




350,00 870.09 850. 09 898. 08 998.09 919.008 920.00 930.00 94008

¢. o4
+

PECTRAL

c
-

u794.

v.82

2. 01

A l’\l ‘\ﬁl \ !
i \/\_.-’V‘"'\/:\/\_/\/{“\/\/ \i\/\-—" ‘[ A

T

E: g e € +25
»

.08

| FREWUENCY (HZ}

7 HOUR: 1 MIN.: 29 SEC.: @
CONDS FOR CROSS5 SPECTRUM: 1. 2%
SFECTHH AVERHGED: z20

EX: 18

.
(%
I
L

S

4

o m

FIGURL 4.4

- 33 -




2?60.00 370.00 830. 00 ~890. 00 900. 88 918.99 92¢, 39 930.00 ¢4¢;00
by DY
. aT Ts
~& ! >
2]
et 1
z | e
3 ,l_;
I &=
=T Tex
oo !
a ! i
o i |
b '
Qat 13
—J : E
g | = ;
O! b 4
i
: ¥ |/ it
| W/ Py
. | \f i J\ M \
t ! J ~ ,
: 3 | N A o 4‘” V e = y
L o T _25 N ' +25 =
E FRE(JUENCY <(HZ:
i
r LGays 27 HOUR: 1 M]N 32 SEC.: @
F LAB 1N GECONDS FOR CRDSS SPECTIROMs 1. 28
| NUMBER OF SPELTRH HJERH( ED: 10.2
PRENGE INDEX: 1&
FICURE 4.5

- 34 -




10.00 728.0208 730.00

TA0. 09

750.00
+

760.00
+

770.09
+

789.80

=T

[}
Ful
4~

9.90

4

_..‘_

? HOUR .
SECONDS FOR
OF SPECTEH
NOEX: 16§

%]

ODRY: 2
LAG IN
NUMBEF
PANGE 1

4

FIGURE 4.6

N.: 38
55 SPECTRUM: 1.2%

400

- 135 =

SEC. :

A

FREQUENCY (H:

i

1]

79809
—+

<

9.82

.81

9. 368




(X101 )

.00 1}.50 Zp.ﬁﬂ 39.02 Q?.BB 3.00 6‘0.00 7?.%0 53430
? e h h ; . - . T

|
3] i;

|

ir_a
o2 K
%T‘ | T
i) i |
< fg r* o :
z ]| NN
= ) L /l I\ o J [ I T O
%2}1 k " \ ! fﬂ ! wl JK K }& ” “ ;I j{ |3
‘(12 “':. \l/ \\’ﬂ \}‘ \ ‘\ I"" R ‘J \ \'\r \\/ \!f I‘J" k‘ / ‘I‘\ y \ / ‘\ ? s % (f'
=3 AR 1\/ 1{/ )
; ik

!
fl, + + : + —+ t ! %
‘9. 00 19.00 z29.00 30.00 40.00 56.00 50.08 70.08 38. e

FREQUENCY (HZM}(X1@!

ORY: 346 HOUR: 3 MIN.: 44 SEC.: @
LAG IM SECONDS FODR R,SZ 5 ECTRUM: D
NUMBEF OF SPECTRA RVERAGED: 999

FICURE 4.7

- 36 -




N e e

(X101 )

3p.00 10.90 20.08 30.00 49,08 50. 8¢ 50.00 7¢.28 8 3¢
o~ +— —+ 1 —t— -+ + +— N
& 43
~T -
= | =
=3 1=
& -] -
3
a® €
v %
o
a
|
) 7]
N “+ N
! P!
[
Ll
a
Ne
)
N
[dp] !
(]
& l
u ’
=)
=)
]
|
©
=
v ]
S
®
T
8.

36,00 J +0.po ‘5;'g$ _ 50.40
FREQUENCY {HZY{X18' >

ORY: 346 HOGUR: 3 MIN.: 44 SEC.: @
LAG IN SECONDS FOR CRDSS SPECTRUM: 1
NUMBER OF SPECTRA AVERAGED: 999

FIGURE 4.8

- 137 -




np—

MISSION
of
Rome Air Development Center

RADC plans and executes neseanch, development, test and
sefected acquisition programs in support of Command, Control
Communications and Intelligence (C31} activities. Technical
and engineening suppornt within areas of technical competence
48 provided to ESD Program Offices {POs) and other ESD
elements. The principal technical mission areas are
communications, electromagnetic guidance and control, sur-
veillance of ground and aerospace objects, intefligence data
collection and handling, ingormation system technology,
Lonospheric propagation, solid state sciences, michowave
physics and electronic reliability, maintainability and
compatibility.

Printed by

United States Air Force
Hanscom AFB, Mass. 01731







